


4.700 dwt IMO2 Twin Screw, Oil / Chemical Tanker
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General

Design Ozsay&Barbaros

Type of Vessel IMO2 Oil/{Chemical Tanker
Scantling acc.to BV Rules
Deadweight ABT.4.700

Class Notation

BV 1+Hull+Mach, Qil Tanker/ Chemical Tanker
ESP, Unrestricted Navigation, AUT-UMS
AVM-DPS, ICE Class 1C. IG, VCS

Crusing Range 6.500 nm
Speed 12.0 knots at 90% MCR

Main Dimensions

Lenght Overall abt. §9.85m
Lenght BP abt, 94,35 m
Breadth Moulded abt. 1560 m
Depth Moulded  abt. 6.40m
Summer Draft abt. 500m

Cargo Tank Capacities

No.1P/S abt. 440 m3/each
No.2 P/S abt. 440 m3/each
No.3 P/S abt. 452 m3/each
No.4 P/fS abt. 452 m3/each
No.5P/S abt. 452 m3/each
No.6 P/S abt. 452 m3/each
Deck Slop P/S abt. 60 m3/each

Manifold Arrengemen'r

(6) full segregation of cargo
(1) full segregation of slop
(1) bulk line for cargo

(1) ballast manifold

(1) vapour retumn line

(1) fuel oil bunker

(1) MDO bunker

Cargo Handling System
(Hamworthy)

Navigation &
Communication (Furuno)

(12) deepwell pupm, 150 m3 at 100 mic/each
(1) submerged pupm with hyd. power unit
(6) frequency converters

(2) deepwell ballast pupm

(2) soft starter

(1) centrifugal slop pupm

Deck’s Machinery

(2) Hyd. combi anchor-mooring winches
(2) Hyd. mooring winches at aft

(1) Hose hending crane

(1) Freefall davit

(1) Rescue boaté&life raft crane

X-band & S-band radars

Gyro with repeaters

Autopilot, VDR

(Optional) ecdis dual

Echo sounder, speed log, navtex
A3 area GMDSS equipment

(3) GMDSS hand VHF's

(3) Intrinsically safe hand VHF's
(2) Vhf's

(2) GPS/DGPS

Bow Thruster

Schottel, 300 Kw, fixed pi’rch

LSA Equipment Accommodation
(1) Freefdll life boat (19) (2) Living and bedrooms for captain,
(1) Rescue boat (6) chief engineer

(2) Life rafts (16)

Engine Plants (Wartsila)

Wartsila 6120 (2) M/E 1200 kW at 1000 rpm
Steerable thruster CPP, 4 blds dia. 2100 mm
Shaft alternators (2) x 400 kW

PTO (2) at 1500 rpm

Aux. Gensets

(2) LIAG-MAN generating sets, 400 kW/each
(1) LIAG-MAN emergency sets, 150 kW

Boilers (S-MAN)

(2) thermal oil boiler, 1400 kW/each

(2) exhaust gas economiser, 350 kW/each
(1) cargo tank heater, 1600 kW

(1) tank wash heater, 2800 kW

(1) steam generator, 1000 kg/h

(1) Double berth cabin
(4) Officer's and engineer’s cabins
(6) Crew cabins
(1) Hospital

All with private toilets/showers
(2) Messrooms for officer & crew
(1) Ship office

Fire Fighting System

CO2 fire extinguishing for E/R
Deck foamn system
Local application system for E/R
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8.400 dwt IMO2 Qil / Chemical Tanker
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General

Design ADMARIN

Type of Vessel IMO2 Oil/Chemical tanker
Scantling acc.to BV rules
Deadweight ABT.8.400

Class Notation

BV1+Hull+Mach, Oil Tanker/ Chemical Tanker
ESP, Unrestricted Navigation, AUT-UMS
Clean-ship, AVM-APS, No ICE, Mon-shaft
Inwater surfery, IGS, VCS, Cargo control

Crusing Range 7.500 nm
Speed 14.0 knots at 90% MCR

Main Dimensions

Lenght Overall abt. 123.26 m
Lenght BP abt. 11597 m
Breadth Moulded abt. 17.20 m
Depth Moulded  abt. 9.20m

Summer Draft abt. 7.20m

Cargo Tank Capacities

No.1P/S abt. 853 m3/each
No.2 P/S abt. 780 m3/each
No.3 P/S abt. 783 m3/each
No.4P/S abt. 824 m3/each
No.5P/S abt. 660 m3/each
No.6 P/S abt. 670 m3/each
Deck Slop P/ abt. 101 m3/each

Manifold Arrengement

(12) full segregation of cargo

(1) full segregation of cargo/slop
(1) bulk line for cargo

(1) stem line for cargo

(1) ballast manifold

(1) vapour retum line

(1) fuel oil bunker

(1) MDO bunker
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Deck’s Machinery

(2) Hyd. combi anchor-mooring winches
(2) Hyd. mooring winches at aft

(1) Hose hendiing crane

(1) Freefall davit

(1) Rescue boat&life raft crane

LSA Equipment

(1) Freefall life boat (19)
(1) Rescue boat (6)
(2) Life rafts (20+20+6)

Engine Plants (Wartsila)

Wartsila 8L32 type M/E 4000 kW at 750 rpm
CPP propulsion, 4 blds dia. 4500 mm

Shaft alternators 1350 kW

PTO & PTl ot 1800 rpm

Navigation &
Communication (Furuno)

X-band & S-band radars

Dual gyro with repeaters

Autopilot, VDR, course recorder

Ecdis dual

Echo sounder, speed log, naviex

A3 area GMDSS equipment & Felcom 77
(3) GMDSS hand VHF’s

(3) Intrinsically safe hand VHF's

(2) Vhf's

(2) GPS/DGPS

Bow Thruster
Schottel, 450 Kw, fixed pitch

Accommodation

Aux. Gensets

(3) LIAG-MAN generating sets, 580 kW/each
(1) LAG-MAN emergency sets, 150 kW

Boilers (S-MAN)

(2) thermal oil boiler, 2000 kW/each
(1) exhaust gas economiser, 600 KW
(1) cargo tank heater

(1) tank wash heater, 4000 kW

(1) steam generator, 2200 kg/h

Cargo Handling System
(Hamworthy)

(12) deepwell pupm, 250 m3 at 100 mic/each

(1) submerged pupm with hyd. power unit
(6) frequency converters

(2) deepwell ballast pupm

(2) soft starter

(1) centrifugal slop pupm, 50 m3 at 80 mic

(5) Living and bedrooms for captain, chief
eng.. owner, chie off, 15t engineer

(1) Pilot cabin

(4) Officer's and engineer’s cabins

(8) Crew cabins

(1) Hospital
All with private toilets/showers

(2) Messrooms for officer & crew

(1) Ship office

Fire Fighting System

CO2 fire extinguishing for E/R
Deck foamn system
Local application system for E/R
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General

Design Arht MOhendislik

Type of Vessel Ro-Ro Passenger Ship
Scantling acc. to TL Rules
Class Notation

Turkish Lioyd + 1 A5 + RO-RO Passenger Ship
ClassD

Speed 12.5 knots at 75% MCR
Main Dimensions

Length Overall abt. 73.20 m

Length WL abt. 71.10 m

Length BP abt. 55.10 m

Breadth Moulded abt, 18.00 m

Depth Moulded abt. 4.40m

Draft abt. 3.00m

Passenger / Car Capacities

Deck Main

Free Height 4.50 m

Car Capacity 80 cars

Truck Capacity 12 trucks

Total Passenger Capacity 600 passengers
Cafeteria 322 passengers
Port Intermediate Longue 32 passengers
Starboard Intermediate

Longue 40 passengers
Open Decks 202 passengers

Deck’s Machinery

(2) Hyd. anchor windiass

(4  Hyd. capstan mooring windlass
(2) Rescue boat cranes

(2) Hyd. operated ramps

LSA Equipment

(2) Rescue Boat
(4) 50 people life rafts
(650) Life vests

Maine Engines

Make (4) Mitsubishi
Type S6R2-MPTA
Effect, kW each 568

Rpm 1500
Gensets

Make Volvo Penta
Type DSA-T HE/AUX
Effect, kW each 77

Rpm 1500
Propellers

Make (2) Voith Schneider
Type 18 RS-EC/150-1
Diameter 1.8m

Rpm 117

Navigation &
Communication (Furuno)

(2) X-band radars

(1) Gyro

(2) Magnetic Compass

(1) Autopilot

Echo sounder, speed log, navtex
(2) VHF's

(3) GMDSS hand VHF's

(2) GPS/DGPS

Accommodation

(1) Captain’s cabin

(1) Chief Engineer’s cabin

(2) Officer's cabin

(2) Dual crew cabin

(2) Mess Room

All with private tollets/showers

Fire Fighting System

CQO2 fire extinguishing for E/R
Local Application system for E/R
Passenger & Crew sprinkler system
Garage deck drencher system
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3760 dwt Dry Cargo Vessel

www.ceksan.com.

General

Design Marine Engineering Bureau
Type of Vessel Dry Cargo Vessel -Sea and
River Type
Scantling acc. fo RMRS Rules

Deadweight abt 3760

Class Notation

KM - Y2 Il A3
Speed 11 knots af 85% MCR

Main Dimensions

Lengfh Overall abf. 8992 m
Length BP abt. 84.95m
Breadth Moulded ~ @PT- 15.60m
Depth Moulded abt. 575m
Summer Draught abt. 447 m

Cargo Hold Capacities

Box Shape Hold
4880 m3 Cargo Hold inc. Cargo Hatch

Deck’s Machinery

(2) Hyd. combi anchor-mooring winches
(1) Hyd. Mooring winches at aft

(1) Rescue boat cranes

(1) Multi folding hyd. hatch covers (9 pcs)

Navigation &
Communication (GRS)

X-band & S-band Radars
Dual Gyro with repeaters
Autopilot, VDR, Course recorder
Echo sounder.speed log, navtex

. A3 Area GMDSS equipment
LSA Equipment (2) GMDSS hand VHF's
(1) Rescue Boat (2) VHF's
(2) 20 people life rafts (2) GPS/DGPS
Bow Thruster

Engines Plants (MAN B&W)

(1) MAN B&W 6L28/32A-F, 1470 kW, 775 rom
Main Engine

(1) 4 blades CPP propeller

(1) DDS 12000-45 Data Hidrolik Steering Engine

Schottel, 200 kW, fixed Pitch

Accommodation

Aux. Gensets

(2) AKSA 146 CMD 150 kW, 400V, 50 Hz Diesel
Generator

(1) AKSA 109 CMD 108 kW, 400v, 50 Hz
Emergency Diesel Generator

(2) Living and bedrooms for Captain,Chief Eng,
Owner, Chief Off, 1st Engineer

(5) Officer's and Engineer’s cabins

(4) Crew cabins

All with private toilets/showers

(1) Messrooms for Officer & Crew

(1) Ship office

Fire Fighting System

CO2 fire extinguishing for E/R
Local Application system for E/R






